12" (MIN.) OR GREATER

AS DETERMINED BY CONTRACTOR
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GRIND DEPTH SHALL BE
EQUAL TO THE THICKNESS
OF THE STEEL PLATE

/ STEEL PLATE
_
EXCAVATED AREA /

T

CROSS SECTION VIEW

NOTES:

—_

NO SCALE

. THE PLATE BENCHING DETAIL (SHOWN ABOVE) SHALL BE USED ON STREETS WITH A

POSTED SPEED LIMIT OF 35 MPH OR HIGHER.

2. NAILS, COLD PATCH ASPHALT, ETC., MAY BE USED TO HOLD THE STEEL PLATE IN PLACE,
SUBJECT TO THE APPROVAL OF THE CITY ENGINEER OR DESIGNEE.

3. IF THE GAP BETWEEN THE STREET SURFACE AND THE STEEL PLATE EXCEEDS 1 INCH,
THE GAP SHALL BE FILLED WITH COLD PATCH ASPHALT.

4. THE EXCAVATION AREA SHALL BE BACKFILLED, AND THE PAVEMENT SHALL BE RESTORED
WITHIN 5 WORKING DAYS OF THE COMPLETION OF THE PERMITTED WORK.

DRAWN BY: M. LEE

CHECKEDBY: B. TRAN

APPROVED BY: T.SUPAN
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